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D1.1
MAIN LEVEL
DEMO PLAN

1 Main Level Demo Plan
SCALE: 1/8" = 1'-0"

GENERAL DEMOLITION NOTES:
1. ALL WORK SHALL MEET THE MINIMUM REQUIREMENTS OF THE LATEST ADOPTED

EDITIONS OF THE APPLICABLE CODES AS INDICATED ON SHEET G1.0 AND ALL
OTHER LOCAL, STATE OR FEDERAL CODES OR REGULATION HAVING JURISDICTION.

2. ALL CONSTRUCTION SHALL BE HANDICAPPED ACCESSIBLE AND COMPLY WITH
BARRIER FREE DESIGN AND OTHER APPLICABLE STANDARDS.

3. ALL INTERIOR DIMENSIONS ARE FROM  FACE OF STUD OR CENTERLINE OF COLUMN,
UNLESS NOTED OTHERWISE.

4. DO NOT SCALE DRAWING. IF DIMENSIONS ARE IN QUESTION THE CONTRACTOR IS
RESPONSIBLE FOR OBTAINING CLARIFICATION FROM THE ARCHITECT BEFORE
CONTINUING WITH THE WORK.

5. IN THE EVENT OF ANY DISCREPANCIES FOUND IN THE DRAWING AND THOSE OF
ENGINEERS. THE CONTRACTOR SHALL BE REQUIRED TO NOTIFY THE ARCHITECT
BEFORE PROCEEDING WITH THE WORK.

6. IT IS THE CONTRACTOR'S RESPONSIBILITY TO PROTECT ALL IN-PLACE STRUCTURAL
ELEMENTS FROM DAMAGE DURING CONSTRUCTION.

7. PROVIDE TEMPORARY WEATHER PROTECTION DURING DEMOLITION TO PROTECT
WORK EXPOSED TO THE EXTERIOR.

8. NEW ROOF WORK TO BE PERFORMED BY THE LANDLORDS ROOFING CONTRACTOR
SO AS NOT TO VOID MANUFACTURES WARRANTY.

9. G.C. TO COORDINATE NEW ROOF PENETRATIONS AND STRUCTURAL BRACING FOR
NEW ROOFTOP EQUIPMENT WITH THE STRUCTURAL ENGINEER AND THE EQUIPMENT
SUPPLIER.

10. CAP ALL ABANDONED PLUMBING BELOW SLAB LEVEL. FILL/LEVEL ALL SLAB
DEPRESSIONS/VOIDS W/ NEW CONCRETE TO BE FLUSH WITH THE EXISTING FINISH
FLOOR.

11. DO NOT PENETRATE OR OTHERWISE INTERRUPT THE FIRE RATING OF RATED BUILDING
ELEMENTS.

12. ALL SHORING AND BRACING (IF REQUIRED) AT SCOPE OF DEMOLITION IS TO BE
COORDINATED WITH A STRUCTURAL ENGINEER.

13. VERIFY THAT WATER, GAS, ELECTRICAL AND SEWER SERVICES HAVE BEEN INSTALLED
IN THE LOCATIONS INDICATED. REPORT ANY DISCREPANCIES TO THE ARCHITECT
IMMEDIATELY.
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D2.0
DEMO EXTERIOR

ELEVATIONS
1 Front Elevation - Facing Plaza

SCALE: 1/8" = 1'-0"

2 Side Elevation - Facing Fall Street
SCALE: 1/8" = 1'-0"

3 Rear Elevation - Facing E. Broad Street
SCALE: 1/8" = 1'-0"

4 Side Elevation - Facing Main Street
SCALE: 1/8" = 1'-0"
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FURNITURE AND PLANTERS
AS SELECTED BY TENANT

NEW WALL W/FIBER
CEMENT PANELS

NEW ENTRY
DOOR, SIDE
LIGHT, AND
TRANSOM

NEW COUNTER-WEIGHT
FOLDING DOOR SYSTEM

FURNITURE AND PLANTERS
AS SELECTED BY TENANT

TYPICAL INTERIOR WALL
3-5/8" 20 GA. METAL STUDS @ 16" O.C. WITH 5/8"
GYPSUM WALLBOARD EACH SIDE. ASSEMBLY TO
EXTEND TO UNDERSIDE OF ROOF DECK OR
EXISTING HARD CEILING.

3-5/8" MTL STUDS
@ 16" O.C.

5/8" GWB 

4 
3/

4"

5/8" GWB 

TYPICAL INTERIOR LOW-WALL
3 5/8" 22 GA. METAL STUDS @ 16" O.C. WITH 5/8"
GYPSUM WALLBOARD ON EACH SIDE. EXTEND
TO 4'-6" A.F.F. PROVIDE 1x6 WOOD CAP TO
FINISH TOP OF WALL.

PROVIDE DIETRICH PW24 PARTIAL WALL
FRAMING CONNECTOR @ 6'-0" O.C.

3-5/8" MTL STUDS
@ 16" O.C.

5/8" GWB 

4 
7/

8"

5/8" GWB 

WALL TYPES

PARTITION 1A EXCEPT GYPSUM WALL BOARD
STOPS 6" (MIN.) ABOVE FINISHED CEILING.

TYPICAL 6" INTERIOR WALL

6" 20 GA. METAL STUDS @ 16" O.C.(MAX) WITH 5/8"
M.R. GYPSUM WALLBOARD EACH SIDE. ASSEMBLY
TO EXTEND TO UNDERSIDE OF ROOF DECK OR
EXISTING HARD CEILING.

5/8" GWB
6" MTL STUDS
@ 16" O.C.

5/8" GWB

7 
1/

4"

3A

1B

2A

1A

PARTITION 1A EXCEPT GYPSUM WALL BOARD
ONLY ON ONE SIDE AND STOPS 6" (MIN.)
ABOVE FINISHED CEILING.

1C

PARTITION 1A EXCEPT GYPSUM WALL BOARD
ONLY ON ONE SIDE EXTENDS ROOF DECK.1D

TYPICAL INTERIOR LOW-WALL
PARTITION TYPE 2A EXCEPT EXTEND TO 6'-0" A.F.F.

2B

PROVIDE ADDITIONAL FRAMING AS
REQUIRED BY CODE AND AS
NECESSARY TO SUPPORT TOILET ROOM
AND/OR HANDICAPPED
ACCESSORIES.  PROVIDE M.R. GYPSUM
WALL BOARD IN ALL RESTROOMS,
KITCHEN, & DISH WASHING. PROVIDE
SOUND ATTENUATION BATT
INSULATION AT ALL RESTROOM WALLS.

PARTITION 3A EXCEPT GYPSUM WALL BOARD
STOPS 6" (MIN.) ABOVE FINISHED CEILING.3B

PARTITION 3A EXCEPT GYPSUM WALL BOARD
ONLY ON ONE SIDE AND STOPS 6" (MIN.)
ABOVE FINISHED CEILING.

3C

PROVIDE ADDITIONAL FRAMING AS
REQUIRED BY CODE AND AS
NECESSARY TO SUPPORT TOILET ROOM
AND/OR HANDICAPPED
ACCESSORIES.  PROVIDE M.R. GYPSUM
WALL BOARD IN ALL RESTROOMS,
KITCHEN, & DISH WASHING. PROVIDE
SOUND ATTENUATION BATT
INSULATION AT ALL RESTROOM WALLS.

TYPICAL INTERIOR LOW-WALL
PARTITION TYPE 2A EXCEPT GYPSUM WALL
BOARD ONLY ON ONE SIDE

2C

NOTE:
PROVIDE DIETRICH LGPW24
PARTIAL WALL FRAMING
CONNECTOR WHERE NEEDED
TO STIFFEN KNEE WALL
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A1.1
MAIN LEVEL
FLOOR PLAN

1 Main Level Floor Plan
SCALE: 1/8" = 1'-0"

GENERAL FLOOR PLAN NOTES:
1. THESE DOCUMENTS ARE INTENDED TO DESCRIBE THE WORK REQUIRED

TO CONSTRUCT THE TENANT UPFIT AS DELINEATED.  PRIOR TO
CONSTRUCTION, THE GENERAL CONTRACTOR SHALL COORDINATE
WITH THE OWNER'S REPRESENTATIVE THE SPECIFIC TENANT
REQUIREMENTS TO INCLUDE: INTERIOR WALL LOCATIONS,
MECHANICAL REQUIREMENTS, POWER & LIGHTING REQUIREMENTS,
DOOR LOCATIONS, EQUIPMENT REQUIREMENTS, ETC.

2. FOR ALL DOOR HARDWARE SCHEDULES AND DOOR SCHEDULES.
REFER TO SHEET A6.0.

3. (EXPOSED PIPES AND SURFACES) HOT WATER AND DRAIN PIPES UNDER
LAVATORIES SHALL BE INSULATED OR OTHERWISE CONFIGURED TO
PROTECT AGAINST CONTACT. THERE SHALL NOT BE SHARP OR
ABRASIVE SURFACES UNDER LAVATORIES.

4. PROVIDE TYPE 2-A FIRE EXTINGUISHERS.  FIRE EXTINGUISHERS SHALL BE
LOCATED PER FIRE MARSHALL. A TYPE "K" FIRE EXTINGUISHER IS
REQUIRED IN THE KITCHEN.

5. SEE SHEET A1.2 & A1.3 FOR EQUIPMENT PLAN & SCHEDULE.

6. ALL DIMENSIONS ARE TO FACE OF STUD FRAMING U.N.O.

7. GC TO FIELD VERIFY ALL EXISTING CONDITIONS AND DIMENSIONS
PRIOR TO COMMENCING WORK. REPORT ANY DISCREPANCIES TO THE
ARCHITECT FOR COORDINATION.

8. ALL WORK SHALL MEET THE MINIMUM REQUIREMENTS OF THE LATEST
ADOPTED EDITIONS OF THE APPLICABLE CODES AS INDICATED ON
SHEET G1.0 AND ALL OTHER LOCAL, STATE OR FEDERAL CODES OR
REGULATION HAVING JURISDICTION.

9. ALL CONSTRUCTION SHALL BE HANDICAPPED ACCESSIBLE AND
COMPLY WITH BARRIER FREE DESIGN AND OTHER APPLICABLE
STANDARDS.

10. DO NOT SCALE DRAWING. IF DIMENSIONS ARE IN QUESTION THE

CONTRACTOR IS RESPONSIBLE FOR OBTAINING CLARIFICATION FROM
THE ARCHITECT BEFORE CONTINUING WITH THE WORK.

11. IN THE EVENT OF ANY DISCREPANCIES FOUND IN THE DRAWING AND
THOSE OF ENGINEERS. THE CONTRACTOR SHALL BE REQUIRED TO
NOTIFY THE ARCHITECT BEFORE PROCEEDING WITH THE WORK.

12. HORIZONTALLY BRACE (STIFFEN) ALL METAL STUD SYSTEMS AS
RECOMMENDED AND BRACE TOPS OF ALL PARTITIONS TO STRUCTURE
ABOVE.

13. ALL NEW ROOF WORK TO BE PERFORMED BY LANDLORDS ROOFING
CONTRACTOR SO AS NOT TO VOID MANUFACTURERS WARRANTY.

14. G.C. TO COORDINATE NEW ROOF PENETRATIONS AND STRUCTURAL
BRACING FOR NEW ROOFTOP EQUIPMENT WITH A STRUCTURAL
ENGINEER AND EQUIPMENT SUPPLIER.

15. IT IS THE CONTRACTOR'S RESPONSIBILITY TO PROTECT ALL IN-PLACE
STRUCTURAL ELEMENTS FROM DAMAGE DURING CONSTRUCTION.

16. ALL BLOCKING TO BE FIRE RETARDANT IF REQUIRED BY CODE. ALL
WOOD IN CONTACT WITH MORTAR CONCRETE , MASONRY TO BE
PRESSURE TREATED.

17. DO NOT PENETRATE OR OTHERWISE INTERRUPT THE FIRE RATING OF
RATED BUILDING ELEMENTS.

18. G.C. TO COORDINATE ALL FLOOR AND WALL FINISHES TO ALLOW FOR
A SMOOTH, LEVEL TRANSITION BETWEEN MATERIALS.

19. G.C. SHALL PROVIDE AND INSTALL ALL STIFFENERS, BRACING,
BACK-UP PLATES, SUPPORTING BRACKETS REQUIRED FOR THE
INSTALLATION OF ALL SUSPENDED OR WALL MOUNTED MECHANICAL,
ELECTRICAL, OR MISC. EQUIPMENT.
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A2.0
EXTERIOR

ELEVATIONS
1 Front Elevation - Facing Plaza

SCALE: 1/8" = 1'-0"

3 Side Elevation - Facing Fall Street
SCALE: 1/8" = 1'-0"

2 Rear Elevation - Facing E. Broad Street
SCALE: 1/8" = 1'-0"

4 Side Elevation - Facing Main Street
SCALE: 1/8" = 1'-0"

Proposed Cladding Materials

ALUMINUM STOREFRONT SYSTEM
FOLDING OVERHEAD DOOR

COLOR: BLACK

COLOR

FIBER CEMENT PANELS
NICHIHA VINTAGEWOOD

COLOR: CEDAR

CLOSE-UP

STEEL PLATE CLADDING
1/8" THICK BLACKENED STEEL PLATE

CLEAR SEALED AND FASTENED W/ BLACK
PAN HEAD SCREW
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NEW COUNTER-WEIGHT
DOOR SYSTEM

NEW ENTRY
CANOPY W/
STEEL PLATE
CLADDING

NEW FACADE IMPROVEMENTS
EX. BUILDING
TO REMAIN

NEW COUNTER-WEIGHT
DOOR SYSTEM

EX. BUILDING
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STEEL PLATE
CLADDING

RAISED PLANTER,
FURNITURE, UMBRELLAS AS
SELECTED BY TENANT
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- VINTAGEWOOD CEDAR EX. PAVER SYSTEM

TO REMAIN

EX. BUILDING
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BOXES WITH PLANTSEX. PAVER SYSTEM

TO REMAIN

VERTICAL WOOD SLATS
NEW ENTRY CANOPY W/
STEEL PLATE CLADDING

NEW BLACK STOREFRONT
DOORS & WINDOWS

NEW COUNTER-WEIGHT
FOLDING DOOR SYSTEM

NEW FACADE IMPROVEMENTS

STEEL PLATE
CLADDING

EX. BUILDING
TO REMAIN

RAISED PLANTER
BOXES WITH PLANTS

NICHIHA FIBER CEMENT PANELS
- VINTAGEWOOD CEDAR

FURNITURE,
UMBRELLAS AS
SELECTED BY TENANT

STEEL PLATE
CLADDING

VERTICAL WOOD SLATS

NEW ENTRY CANOPY W/
STEEL PLATE CLADDING

NICHIHA FIBER CEMENT PANELS
- VINTAGEWOOD CEDAR
NEW BLACK STOREFRONT
DOORS & WINDOWS
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TO REMAIN
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FOLDING DOOR SYSTEM
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EXIST. PHOTOS
& RENDERINGS1 Facing Valet Parking & Main St.

Existing West Elevation
SCALE: N.T.S.

4 Facing Plaza
Existing South Elevation
SCALE: N.T.S.

2 West View from Plaza
Proposed Improvements
SCALE: N.T.S.

3 Southwest View from Plaza
Proposed Improvements
SCALE: N.T.S.

5 South View from Plaza
Proposed Improvements
SCALE: N.T.S.

5 South View from Plaza
Proposed Improvements
SCALE: N.T.S.
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EURO VISTA FOLD™
THERMALLY BROKEN ALUMINUM FOLDING DOORS

Florida Building Code Approved  
Product Approval FL 27023
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Maximum / Minimum Specifications
Max Panel Weight: 350 lbs each panel

Max Panel Height: 168” 

Max Panel Width: 52” 

Min Panel Height: 32” 

Min Panel Width: 18”

Panel Thickness: 2-1/4” 

Overall Frame: 213.33 FT2

NOTE: When using maximum panel widths & heights, 
panels may exceed maximum panel weight of 350 
lbs. Calculated weight check should be done. For 
installations in Florida, please see the Florida Product 
Approval for usage and limitations.

Extrusions
Extruded aluminum 6063-T5 with door panel corner  
keys for strength and security

Hardware
Stainless steel (316/304SS) components with  
aluminum hinges

Twinpoint Hardware
Stainless steel (304SS) and aluminum components

Lever Lock Sets
3 hooks + top and bottom shootbolts
5 point locking system

Multi-point Door Locks
Faceplate, latch and hooks are stainless steel 304SS

Sills
Standard, modified standard, ADA and channel options

Matching Fixed Units
Matching custom transom and sidelight units available

Thermally Broken
Prevent the conductive thermal energy loss from interior 
and exterior environments

Configuration
Straight, segmented, radius and split height 
configurations

Corner Units
90° postless corner units

Largest Panel Sizes 
14’ tall panel heights / 52” panel widths available - the 
largest in the industry

Long Lasting Finish
Standard finish coating is AAMA 2605, the highest 
quality finish available

Aesthetics
Custom muntins, simulated divided lites and mid-rails

S Y S T E M  H I G H L I G H T S
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SYSTEM COMPONENTS
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S I L L  O P T I O N S

Upper 
Intermediate 

Carrier

Lower 
Jamb Hinge

Upper 
Jamb Hinge

Center 
Wall Pivot

Lower 
Intermediate

Carrier

Twinpoint
Lever

Pull 
Handle

Channel Sill
Interior Application Only

Multipoint
Door Lock

5
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ADA SillStandard Sill

Water Rated

Modified Standard Sill



SUPERIOR
BY DESIGN

MULTIPOINT LOCK HANDLE TWINPOINT LEVER

Available Finishes
Polished Stainless Steel

Brushed Satin
Bronze
Black

Available Finishes
White

Brushed Satin
Bronze
Black

Custom Colors Available

P A N E L  F I N I S H  O P T I O N S

NOTE: The colors shown are an approximation of 
actual color and finish. Actual colors and finishes 
may vary slightly.
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STANDARD FRAME & DOOR PANEL FINISHES

STANDARD FRAME & DOOR PANEL FINISHES
•  Powder coat or Kynar® finishes available
•  Custom powder coat or  Kynar® finishes available
•  Manufacturer color match options
•  Custom wood grain finishes available

White
AAMA 2605

Clear Anodized
Class I

Bronze
AAMA 2605

Black
AAMA 2605

H A R D W A R E  /  H A N D L E  F I N I S H  O P T I O N S

HINGES / HARDWARE

Available Finishes
White

Brushed Satin
Bronze
Black

INTERIOR  
WOOD CLAD  
FINISH OPTION
•  Mahogany / sapele
•  White oak
•  Additional wood  
   species available



5

CODE	   OPENING CONFIGURATION

2L 2R

2L1R 1L2R

3L 3R

3L1R 1L3R

4L 2L2R

4L1R

3L2R

5L

3L3R

7L

4L3R

5L2R

5L5R

5L7R

5L9R

5L11R

F O L D I N G  C O N F I G U R A T I O N S

NOTE: The configurations on this page are just 
a few examples of the numerous possibilities for 
Euro Vista Fold™ Door layout options.

©2021-2022 Euro-Wall Systems, LLC • www.euro-wall.com

Twinpoint assembly is used in securing each pair of folding door 
panels in the closed position.

Twinpoint Lever 
& D Pull Handle

Twinpoint Lever 
& D Pull Handle

Twinpoint Lever 
& D Pull Handle

Multipoint & 
Lever Lock Set

4L 3L

Accessible from interior 
only. Exterior available 
upon request.

Accessible from interior 
only. Exterior available 
upon request.
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PANEL CROSS SECTION
Outswing Extrusion Shown

Standard Sill Shown

GLAZING DETAILS
Available glass options for the Euro 

Vista Fold™ Thermally Broken Folding 
Door System are detailed below.
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Insulated Impact Glass

Stile

Stile
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Bottom

Rail

Top
Bottom

Rail

Insulated Glass
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T E S T  P E R F O R M A N C E S
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California Title 24 Compliant

ASTM 283-4 / ASTM 547-00 /  
ASTM330-02 / AAMA 1304

Air Infiltration:  A2

Water Leakage Resistance:  DP50

Wind Load Resistance:  DP50

Tested for Thermal Requirements

C O N F I G U R A T I O N  S A M P L E S

Radius

RADIUS

STRAIGHT

SEGMENTED



888.989.EURO (3876) 
w w w . e u r o - w a l l . c o m

Proud Member of the American Architectural Manufacturers Association.

SHOWROOM
1211 Stirling Road, Unit 102,
Dania Beach, Florida 33004

954.610.2572

MANUFACTURING
2200 Murphy Court 

North Port, Florida 34289
888.989.3876  •  941.979.5316 FOLDING  |  SLIDING  |  STACKING  |  PIVOT

EURO-WALL 10 YEAR WARRANTY
Euro-Wall warrants the products to be free from manufacturing defects for a period of 10 years from the date of purchase.
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VINTAGEWOOD SPECS	 AWP 1818	 AWP 3030	

DIMENSIONS (ACTUAL MM) 	 17-7/8” H x 71-9/16” L			   17-7/8” H x 119-5/16” L 
	 (455MM H x 1818MM L )			   (455MM H x 3030MM L )

THICKNESS (ACTUAL MM) 	 5/8” (16MM)	 			   5/8” (16MM)

WEIGHT (LBS. PER PANEL) 	 34.8					     57.3

WEIGHT (LBS. PER SQ. FT.)	 3.9					     3.8

EXPOSED COVERAGE (SQ. FT. PER PANEL) 	 8.88 SQ. FT.				    14.81 SQ. FT.

PACKAGING (PIECES PER PACK) 	 2 [17.76 SQ. FT.]				   2 [29.62 SQ. FT.]

Get the natural look of wood with unmatched durability.

With 10 varieties of style and color, the Wood Series is our largest and most popular product line. Built to last, our 

VintageWood,™ RoughSawn,™ and RiftSawn™ panels offer the rich textures of wood while providing color stability 

and withstanding extreme weather elements. 

VintageWood exudes modern refinement and works well in both modern and vintage designs. Available in five 

colors — Bark, Cedar, Redwood, Ash and Spruce — VintageWood continues to be a best seller in the hospitality 

and healthcare markets. It pairs perfectly with glass, metal and block panels, adding a touch of warmth to the 

coolness of these materials. And because VintageWood can be installed vertically or horizontally, it offers a wide 

range of design options. 

VINTAGEWOOD

BARK ASH

REDWOOD

AWP 3030 CAN BE INSTALLED  
HORIZONTALLY OR VERTICALLY.

AWP 1818 CAN ONLY BE  
INSTALLED HORIZONTALLY.

VINTAGEWOOD Ash VINTAGEWOOD Bark

Modern Series

DESIGN TIP
Achieve the organic staggered look you love with 

our VintageWood 1818 panels, measuring nearly  

6 feet in length. 

WOOD SERIES WOOD SERIES

VINTAGEWOOD CedarTHE WOOD SERIES

CEDAR SPRUCE
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Add rustic sophistication with RoughSawn and RiftSawn.

Nichiha’s Wood Series provides the look of wood without the drawbacks of natural wood cladding. With its  

earthy appeal and rich texture, RiftSawn and RoughSawn™ add a rustic quality to all types of projects. They 

showcase the ridges, grooves and textures of natural wood while maintaining a consistent length that is easy  

to work with. RiftSawn is unique in the Wood Series with its full panel design, which incorporates a darker edge  

to create the look of a reveal. This provides the appearance of an open joint system with the added  

performance of a closed joint system. 

Like VintageWood, these products also pair well with glass, metal, and block panels. And when it comes to 

installation, hidden fasteners provide a clean and beautiful look that works for exterior and interior applications. 

Nichiha gives you the perfect match — the beauty of wood backed by the brawn of fiber cement.

ROUGHSAWN SPECS	 AWP 3030

DIMENSIONS (ACTUAL MM) 	 17-7/8” H x 119-5/16” L 
	 (455MM H x 3030MM L)

THICKNESS (ACTUAL MM) 	 5/8” (16MM)

WEIGHT (LBS. PER PANEL) 	 57.3

WEIGHT (LBS. PER SQ. FT.) 	 3.8

EXPOSED COVERAGE (SQ. FT. PER PANEL)	 14.81 SQ. FT.

PACKAGING (PIECES PER PACK) 	 2 [29.62 SQ. FT.]

RIFTSAWN

PECAN

CHESTNUT

RIFTSAWN SPECS	 AWP 1818

DIMENSIONS (ACTUAL MM) 	 17-7/8” H x 71-9/16” L 
	 (455MM H x 1818MM L)

THICKNESS (ACTUAL MM) 	 3/4” (18MM)

WEIGHT (LBS. PER PANEL) 	 41.6

WEIGHT (LBS. PER SQ. FT.)	 4.7

EXPOSED COVERAGE (SQ. FT. PER PANEL) 	 8.88 SQ. FT.

PACKAGING (PIECES PER PACK) 	 2 [17.76 SQ. FT.]

AWP 3030 CAN BE INSTALLED HORIZONTALLY OR VERTICALLY. AWP 1818 CAN ONLY BE INSTALLED HORIZONTALLY.

ROUGHSAWN Tobacco RIFTSAWN Pecan   |  TUFFBLOCK Steel

VINTAGEWOOD Cedar  |  ROUGHSAWN Tobacco 

ROUGHSAWN

ESPRESSO

TOBACCO

SMOKE

WOOD SERIES WOOD SERIES



BUILT TO 
YOUR DESIGN 
OBJECTIVES

SINGLE SOURCE
GLASS 
FINISH 

INSTALLATION

SAFETY
OBSTRUCTION SENSING 

PHOTO EYES 
FAIL SAFE DEVICE

RENLITA
Custom Opening Solutions

Custom is the Renlita Standard
The Renlita S-2000 Hingeway utilizes
counterweight balance technology to 
ensure smooth operation and durability. 
Constructed from structural steel sections 
and suitable for residential, industrial, and 
commercial applications.
When open, the S-2000 Hingeway folds 
along a horizontal hinge line and moves 
upward, while the bottom panel opens 
until horizontal which creates an awning 
effect.
The S-2000 Hingeway comes equipped 
with the standard safety features  including 
Renlita’s obstruction sensing REDDTM

motor, safety photo eyes, and a patented 
failsafe device.

S-2000 HINGEWAY
MADE IN THE USA



S-2000 Hingeway opening solution is 
a counterweight balanced, vertical lift 
bi-folding system constructed from 
structural steel and is suitable for all 
application types. The S-2000 model 
can be constructed into custom doors, 
windows or wall systems. The steel 
frame is designed to withstand 30 psf 
high wind loads with minimal defl ection. 
The S-2000 is designed for applications 
where minimal internal projection is 
required. 

From Concept to Completion, Renlita
provides turnkey services that includes
specifi ed fi nish, glass or cladding,
installation and service. Our single 
source service provides customers with 
confi dence that all aspects of the project 
are properly coordinated and designed 
while providing a single warranty for 
the entire system.

Renlita is the industry leading provider
of vertical custom opening solutions
utilizing patented safety devices,
completed NFRC thermal certifi cation,
in-house engineering services and
architectural grade fi nishes and
components.

Contact Renlita to begin designing your 
next customized solution.

RenlitaUSA.com
Ph: 903-583-7500
Email: Sales@renlitadoors.com

FEATURES



Counterweight Balanced Systems
The frame is constructed of commercial grade 
structural steel and designed to meet wind loads of 
35psf minimum in the closed position
and during operation. 
Operation
Operation via motor operator or manual.
Motorized: 110 volt / 8 amps motor system.
Renlita Electric Direct Drive (REDDTM) included in 
all models.
Obstruction sensing technology.
Key switch or touch screen control station.
Manual: Operated by hand without special cranks 
or tools.
Size
Maximum width: 30’ 
Maximum height: 20’
Cladding
Wood - Glass - Metal - Stone
Customer Request
Max thickness 2.5”
Max weight 15 psf
Finishes
Powder coated to AAMA 2604 standard color 
options.
RAL colors
IFS Architectural Colors
Custom color matches upon special request
Installations
Provided by Distributor with factory trained & 
certifi ed technicians. 
No additional structure member at the head 
required; Attaches to the jamb

ES SPECIFICATIONS
S-2000 HINGEWAY

RenlitaUSA.com



Max Size: 30’ W x 20’ H

Flush Mount Available

Commercial Grade Structural Steel

Standard Photo Eye Sensor

Standard Safety Brake

No Header Structure Required

Turn-Key / Single Source

Made in the USA

Auto Reverse Sensing Motor

RenlitaUSA.com
Made in the USA - Ships Worldwide

Ph: 903-583-7500      Email: sales@renlitadoors.com

BR3301120

Renlita Distributor Network
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